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Short Chamfer
Long Shank

TC807 SERIES

D1D2

L2

L1Kl
L3

K

d1

P

2.5×D
Hole type

DIN 371

DIN 376

*  Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

TC633 SERIES

D1D2

L2

L1Kl
L3

K

d1

P

2.5×D
Hole type

HSS-E DIN
371/376 Bright

E6H
60º

R40
HSS-E LONG Bright

C6H
60º

R40

M HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

ISO Metric coarse threads DIN 13M HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

ISO Metric coarse threads DIN 13
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. ▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

Machine TapsMachine Taps

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
* Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TC807136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TC807156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TC807196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TC807176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TC807496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TC807206 6 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TC807226 7 56 20 4 3 6 3 2.9
M4 × 0.7 TC807246 7 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TC807266 8 70 25 6 4.9 8 3 3.7
M5 × 0.8 TC807286 8 70 25 6 4.9 8 3 4.2
M6 × 1 TC807316 10 80 30 6 4.9 8 3 5
M7 × 1 TC807346 10 80 30 7 5.5 8 3 6
M8 × 1.25 TC807366 13 90 35 8 6.2 9 3 6.8
M9 × 1.25 TC807396 13 90 35 9 7 10 3 7.8
M10 × 1.5 TC807426 15 100 39 10 8 11 3 8.5
M11 × 1.5 TC807466 17 100 40 8 6.2 9 3 9.5
M12 × 1.75 TC807506 18 110 44 9 7 10 3 10.2
M14 × 2 TC807546 20 110 44 11 9 12 3 12
M16 × 2 TC807606 20 110 44 12 9 12 3 14
M18 × 2.5 TC807656 25 125 50 14 11 14 4 15.5
M20 × 2.5 TC807706 25 140 54 16 12 15 4 17.5
M22 × 2.5 TC807746 25 140 54 18 14.5 17 4 19.5
M24 × 3 TC807786 30 160 60 18 14.5 17 4 21
M27 × 3 TC807866 30 160 60 20 16 19 4 24
M30 × 3.5 TC807946 35 180 70 22 18 21 4 26.5

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M3 × 0.5 TC633206 11 100 18 3.5 2.7 6 3 2.5
M4 × 0.7 TC633246 13 125 21 4.5 3.4 6 3 3.3
M5 × 0.8 TC633286 15 140 25 6 4.9 8 3 4.2
M6 × 1 TC633316 17 160 30 6 4.9 8 3 5
M8 × 1.25 TC633366 20 180 35 6 4.9 8 3 6.8
M10 × 1.5 TC633426 22 200 39 7 5.5 8 3 8.5
M12 × 1.75 TC633506 24 220 44 9 7 10 3 10.2
M14 × 2 TC633546 26 220 44 11 9 12 3 12
M16 × 2 TC633606 27 220 44 12 9 12 3 14
M20 × 2.5 TC633706 32 280 54 16 12 15 4 17.5

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 
ISO P M K

Material 
Description Non-alloy steel Low alloy steel High alloyed steel, 

and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Unit : mmUnit : mm

p.44~45 p.44~45
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Short Chamfer
Long Shank

TC807 SERIES

D1D2

L2

L1Kl
L3

K

d1

P

2.5×D
Hole type

DIN 371

DIN 376

* Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

TC633 SERIES

D1D2

L2

L1Kl
L3

K

d1

P

2.5×D
Hole type

HSS-E DIN
371/376 Bright

E6H
60º

R40
HSS-E LONG Bright

C6H
60º

R40

M HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

ISO Metric coarse threads DIN 13M HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

ISO Metric coarse threads DIN 13
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

Machine TapsMachine Taps

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
*  Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TC807136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TC807156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TC807196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TC807176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TC807496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TC807206 6 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TC807226 7 56 20 4 3 6 3 2.9
M4 × 0.7 TC807246 7 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TC807266 8 70 25 6 4.9 8 3 3.7
M5 × 0.8 TC807286 8 70 25 6 4.9 8 3 4.2
M6 × 1 TC807316 10 80 30 6 4.9 8 3 5
M7 × 1 TC807346 10 80 30 7 5.5 8 3 6
M8 × 1.25 TC807366 13 90 35 8 6.2 9 3 6.8
M9 × 1.25 TC807396 13 90 35 9 7 10 3 7.8
M10 × 1.5 TC807426 15 100 39 10 8 11 3 8.5
M11 × 1.5 TC807466 17 100 40 8 6.2 9 3 9.5
M12 × 1.75 TC807506 18 110 44 9 7 10 3 10.2
M14 × 2 TC807546 20 110 44 11 9 12 3 12
M16 × 2 TC807606 20 110 44 12 9 12 3 14
M18 × 2.5 TC807656 25 125 50 14 11 14 4 15.5
M20 × 2.5 TC807706 25 140 54 16 12 15 4 17.5
M22 × 2.5 TC807746 25 140 54 18 14.5 17 4 19.5
M24 × 3 TC807786 30 160 60 18 14.5 17 4 21
M27 × 3 TC807866 30 160 60 20 16 19 4 24
M30 × 3.5 TC807946 35 180 70 22 18 21 4 26.5

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M3 × 0.5 TC633206 11 100 18 3.5 2.7 6 3 2.5
M4 × 0.7 TC633246 13 125 21 4.5 3.4 6 3 3.3
M5 × 0.8 TC633286 15 140 25 6 4.9 8 3 4.2
M6 × 1 TC633316 17 160 30 6 4.9 8 3 5
M8 × 1.25 TC633366 20 180 35 6 4.9 8 3 6.8
M10 × 1.5 TC633426 22 200 39 7 5.5 8 3 8.5
M12 × 1.75 TC633506 24 220 44 9 7 10 3 10.2
M14 × 2 TC633546 26 220 44 11 9 12 3 12
M16 × 2 TC633606 27 220 44 12 9 12 3 14
M20 × 2.5 TC633706 32 280 54 16 12 15 4 17.5

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 
ISO P M K

Material 
Description Non-alloy steel Low alloy steel High alloyed steel, 

and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Unit : mmUnit : mm

p.44~45 p.44~45
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D
IN

 3
76

D
IN

 3
71

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
* The other coating(TiCN or TiAlN) is available on your request. 

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 40UNC TB824162 TC824162 TD824162 6 56 18 3.5 2.7 6 3 2.3
#5 - 40UNC TB824202 TC824202 TD824202 7 56 18 3.5 2.7 6 3 2.6
#6 - 32UNC TB824242 TC824242 TD824242 7 56 20 4 3 6 3 2.85
#8 - 32UNC TB824282 TC824282 TD824282 8 63 21 4.5 3.4 6 3 3.5
#10 - 24UNC TB824322 TC824322 TD824322 10 70 25 6 4.9 8 3 3.9
#12 - 24UNC TB824362 TC824362 TD824362 10 80 30 6 4.9 8 3 4.5
1/4 - 20UNC TB824402 TC824402 TD824402 13 80 30 7 5.5 8 3 5.2
5/16 - 18UNC TB824442 TC824442 TD824442 14 90 35 8 6.2 9 3 6.6
3/8 - 16UNC TB824482 TC824482 TD824482 16 100 39 9 7 10 3 8
7/16 - 14UNC TB824522 TC824522 TD824522 17 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TB824562 TC824562 TD824562 20 110 44 9 7 10 3 10.75

9/16 - 12UNC TB824602 TC824602 TD824602 20 110 44 11 9 12 3 12.25
5/8 - 11UNC TB824642 TC824642 TD824642 22 110 44 12 9 12 3 13.5
3/4 - 10UNC TB824702 TC824702 TD824702 25 125 50 14 11 14 4 16.5
7/8 -   9UNC TB824742 TC824742 TD824742 27 140 54 18 14.5 17 4 19.5
1 - 8UNC TB824782 TC824782 TD824782 30 160 60 20 16 19 4 22.25

Machine Taps

UNC HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

TC824 SERIESBright

TD824 SERIESTiN

TB824 SERIESVap

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

HSS-E DIN
371/376 Bright

VapC2B
60º

R40

Unit : mm

p.44~45

TCE01 SERIESBright

TDE01 SERIESTiNUNC HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

D
IN

 3
71

D
IN

 3
76

HSS-E DIN
371/376 TiN

BrightC3B
60º

R40 Machine Taps

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 40UNC TCE01162 TDE01162 6 56 18 3.5 2.7 6 3 2.3
#5 - 40UNC TCE01202 TDE01202 7 56 18 3.5 2.7 6 3 2.6
#6 - 32UNC TCE01242 TDE01242 7 56 20 4 3 6 3 2.85
#8 - 32UNC TCE01282 TDE01282 8 63 21 4.5 3.4 6 3 3.5
#10 - 24UNC TCE01322 TDE01322 10 70 25 6 4.9 8 3 3.9
#12 - 24UNC TCE01362 TDE01362 10 80 30 6 4.9 8 3 4.5
1/4 - 20UNC TCE01402 TDE01402 13 80 30 7 5.5 8 3 5.2
5/16 - 18UNC TCE01442 TDE01442 14 90 35 8 6.2 9 3 6.6
3/8 - 16UNC TCE01482 TDE01482 16 100 39 9 7 10 3 8
7/16 - 14UNC TCE01522 TDE01522 17 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TCE01562 TDE01562 20 110 44 9 7 10 3 10.75

9/16 - 12UNC TCE01602 TDE01602 20 110 44 11 9 12 3 12.25
5/8 - 11UNC TCE01642 TDE01642 22 110 44 12 9 12 3 13.5
3/4 - 10UNC TCE01702 TDE01702 25 125 50 14 11 14 4 16.5
7/8 -   9UNC TCE01742 TDE01742 27 140 54 18 14.5 17 4 19.5
1 -   8UNC TCE01782 TDE01782 30 160 60 20 16 19 4 22.25

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

▶ DIN 371(#4~3/8) and DIN 376(7/16~1)
*  The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

Unit : mm

p.44~45
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▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
*  The other coating(TiCN or TiAlN) is available on your request. 

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 40UNC TB824162 TC824162 TD824162 6 56 18 3.5 2.7 6 3 2.3
#5 - 40UNC TB824202 TC824202 TD824202 7 56 18 3.5 2.7 6 3 2.6
#6 - 32UNC TB824242 TC824242 TD824242 7 56 20 4 3 6 3 2.85
#8 - 32UNC TB824282 TC824282 TD824282 8 63 21 4.5 3.4 6 3 3.5
#10 - 24UNC TB824322 TC824322 TD824322 10 70 25 6 4.9 8 3 3.9
#12 - 24UNC TB824362 TC824362 TD824362 10 80 30 6 4.9 8 3 4.5
1/4 - 20UNC TB824402 TC824402 TD824402 13 80 30 7 5.5 8 3 5.2
5/16 - 18UNC TB824442 TC824442 TD824442 14 90 35 8 6.2 9 3 6.6
3/8 - 16UNC TB824482 TC824482 TD824482 16 100 39 9 7 10 3 8
7/16 - 14UNC TB824522 TC824522 TD824522 17 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TB824562 TC824562 TD824562 20 110 44 9 7 10 3 10.75

9/16 - 12UNC TB824602 TC824602 TD824602 20 110 44 11 9 12 3 12.25
5/8 - 11UNC TB824642 TC824642 TD824642 22 110 44 12 9 12 3 13.5
3/4 - 10UNC TB824702 TC824702 TD824702 25 125 50 14 11 14 4 16.5
7/8 -   9UNC TB824742 TC824742 TD824742 27 140 54 18 14.5 17 4 19.5
1 -   8UNC TB824782 TC824782 TD824782 30 160 60 20 16 19 4 22.25

Machine Taps

UNC HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

TC824 SERIESBright

TD824 SERIESTiN

TB824 SERIESVap

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

HSS-E DIN
371/376 Bright

VapC2B
60º

R40

Unit : mm

p.44~45

TCE01 SERIESBright

TDE01 SERIESTiNUNC HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

D
IN

 3
71

D
IN

 3
76

HSS-E DIN
371/376 TiN

BrightC3B
60º

R40 Machine Taps

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 40UNC TCE01162 TDE01162 6 56 18 3.5 2.7 6 3 2.3
#5 - 40UNC TCE01202 TDE01202 7 56 18 3.5 2.7 6 3 2.6
#6 - 32UNC TCE01242 TDE01242 7 56 20 4 3 6 3 2.85
#8 - 32UNC TCE01282 TDE01282 8 63 21 4.5 3.4 6 3 3.5
#10 - 24UNC TCE01322 TDE01322 10 70 25 6 4.9 8 3 3.9
#12 - 24UNC TCE01362 TDE01362 10 80 30 6 4.9 8 3 4.5
1/4 - 20UNC TCE01402 TDE01402 13 80 30 7 5.5 8 3 5.2
5/16 - 18UNC TCE01442 TDE01442 14 90 35 8 6.2 9 3 6.6
3/8 - 16UNC TCE01482 TDE01482 16 100 39 9 7 10 3 8
7/16 - 14UNC TCE01522 TDE01522 17 100 40 8 6.2 9 3 9.4
1/2 - 13UNC TCE01562 TDE01562 20 110 44 9 7 10 3 10.75

9/16 - 12UNC TCE01602 TDE01602 20 110 44 11 9 12 3 12.25
5/8 - 11UNC TCE01642 TDE01642 22 110 44 12 9 12 3 13.5
3/4 - 10UNC TCE01702 TDE01702 25 125 50 14 11 14 4 16.5
7/8 -   9UNC TCE01742 TDE01742 27 140 54 18 14.5 17 4 19.5
1 - 8UNC TCE01782 TDE01782 30 160 60 20 16 19 4 22.25

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

▶ DIN 371(#4~3/8) and DIN 376(7/16~1)
* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

Unit : mm

p.44~45
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TC864 SERIESBright

TD864 SERIESTiN

TB864 SERIESVap

UNF HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed fi ne threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

D
IN

 3
74

D
IN

 3
71

HSS-E DIN
371/374 Bright

VapC2B
60º

R40 Machine Taps

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
* The other coating(TiCN or TiAlN) is available on your request. 

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 48UNF TB864182 TC864182 TD864182 6 56 18 3.5 2.7 6 3 2.4
#5 - 44UNF TB864222 TC864222 TD864222 7 56 18 3.5 2.7 6 3 2.7
#6 - 40UNF TB864262 TC864262 TD864262 7 56 20 4 3 6 3 3
#8 - 36UNF TB864302 TC864302 TD864302 8 63 21 4.5 3.4 6 3 3.5
#10 - 32UNF TB864342 TC864342 TD864342 10 70 25 6 4.9 8 3 4.1
#12 - 28UNF TB864382 TC864382 TD864382 10 80 30 6 4.9 8 3 4.7
1/4 - 28UNF TB864422 TC864422 TD864422 10 80 30 7 5.5 8 3 5.5
5/16 - 24UNF TB864462 TC864462 TD864462 10 90 35 8 6.2 9 3 6.9
3/8 - 24UNF TB864502 TC864502 TD864502 10 100 39 9 7 10 3 8.5
7/16 - 20UNF TB864542 TC864542 TD864542 13 100 40 8 6.2 9 3 9.9
1/2 - 20UNF TB864582 TC864582 TD864582 13 100 40 9 7 10 3 11.5
9/16 - 18UNF TB864622 TC864622 TD864622 15 100 40 11 9 12 3 12.9
5/8 - 18UNF TB864662 TC864662 TD864662 15 100 40 12 9 12 3 14.5
3/4 - 16UNF TB864722 TC864722 TD864722 17 110 44 14 11 14 4 17.5
7/8 - 14UNF TB864762 TC864762 TD864762 17 125 50 18 14.5 17 4 20.5
1 - 12UNF TB864802 TC864802 TD864802 20 140 54 20 16 19 4 23.25

Unit : mm

p.44~45

UNF HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed fi ne threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

TCE02 SERIESBright

TDE02 SERIESTiN

D
IN

 3
71

D
IN

 3
74

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

HSS-E DIN
371/374 TiN

BrightC3B
60º

R40

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  48UNF TCE02182 TDE02182 6 56 18 3.5 2.7 6 3 2.4
#5 -  44UNF TCE02222 TDE02222 7 56 18 3.5 2.7 6 3 2.7
#6 -  40UNF TCE02262 TDE02262 7 56 20 4 3 6 3 3
#8 -  36UNF TCE02302 TDE02302 8 63 21 4.5 3.4 6 3 3.5
#10 -  32UNF TCE02342 TDE02342 10 70 25 6 4.9 8 3 4.1
#12 -  28UNF TCE02382 TDE02382 10 80 30 6 4.9 8 3 4.7
1/4 -  28UNF TCE02422 TDE02422 10 80 30 7 5.5 8 3 5.5
5/16 -  24UNF TCE02462 TDE02462 10 90 35 8 6.2 9 3 6.9
3/8 -  24UNF TCE02502 TDE02502 10 100 39 9 7 10 3 8.5
7/16 -  20UNF TCE02542 TDE02542 13 100 40 8 6.2 9 3 9.9
1/2 -  20UNF TCE02582 TDE02582 13 100 40 9 7 10 3 11.5
9/16 -  18UNF TCE02622 TDE02622 15 100 40 11 9 12 3 12.9
5/8 -  18UNF TCE02662 TDE02662 15 100 40 12 9 12 3 14.5
3/4 -  16UNF TCE02722 TDE02722 17 110 44 14 11 14 4 17.5
7/8 -  14UNF TCE02762 TDE02762 17 125 50 18 14.5 17 4 20.5
1 -  12UNF TCE02802 TDE02802 20 140 54 20 16 19 4 23.25

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
*  The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

Unit : mm

p.44~45
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TC864 SERIESBright

TD864 SERIESTiN

TB864 SERIESVap

UNF HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed fi ne threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

D
IN

 3
74

D
IN

 3
71

HSS-E DIN
371/374 Bright

VapC2B
60º

R40 Machine Taps

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
*  The other coating(TiCN or TiAlN) is available on your request. 

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 48UNF TB864182 TC864182 TD864182 6 56 18 3.5 2.7 6 3 2.4
#5 - 44UNF TB864222 TC864222 TD864222 7 56 18 3.5 2.7 6 3 2.7
#6 - 40UNF TB864262 TC864262 TD864262 7 56 20 4 3 6 3 3
#8 - 36UNF TB864302 TC864302 TD864302 8 63 21 4.5 3.4 6 3 3.5
#10 - 32UNF TB864342 TC864342 TD864342 10 70 25 6 4.9 8 3 4.1
#12 - 28UNF TB864382 TC864382 TD864382 10 80 30 6 4.9 8 3 4.7
1/4 - 28UNF TB864422 TC864422 TD864422 10 80 30 7 5.5 8 3 5.5
5/16 - 24UNF TB864462 TC864462 TD864462 10 90 35 8 6.2 9 3 6.9
3/8 - 24UNF TB864502 TC864502 TD864502 10 100 39 9 7 10 3 8.5
7/16 - 20UNF TB864542 TC864542 TD864542 13 100 40 8 6.2 9 3 9.9
1/2 - 20UNF TB864582 TC864582 TD864582 13 100 40 9 7 10 3 11.5
9/16 - 18UNF TB864622 TC864622 TD864622 15 100 40 11 9 12 3 12.9
5/8 - 18UNF TB864662 TC864662 TD864662 15 100 40 12 9 12 3 14.5
3/4 - 16UNF TB864722 TC864722 TD864722 17 110 44 14 11 14 4 17.5
7/8 - 14UNF TB864762 TC864762 TD864762 17 125 50 18 14.5 17 4 20.5
1 - 12UNF TB864802 TC864802 TD864802 20 140 54 20 16 19 4 23.25

Unit : mm

p.44~45

UNF HSS-E SPIRAL FLUTE TAPS for MULTI-PURPOSE

Unifi ed fi ne threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

TCE02 SERIESBright

TDE02 SERIESTiN
D

IN
 3

71

D
IN

 3
74

D1D2

L2

L1Kl
L3

K

Hole type
2.5×D

d1

P

HSS-E DIN
371/374 TiN

BrightC3B
60º

R40

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  48UNF TCE02182 TDE02182 6 56 18 3.5 2.7 6 3 2.4
#5 -  44UNF TCE02222 TDE02222 7 56 18 3.5 2.7 6 3 2.7
#6 -  40UNF TCE02262 TDE02262 7 56 20 4 3 6 3 3
#8 -  36UNF TCE02302 TDE02302 8 63 21 4.5 3.4 6 3 3.5
#10 -  32UNF TCE02342 TDE02342 10 70 25 6 4.9 8 3 4.1
#12 -  28UNF TCE02382 TDE02382 10 80 30 6 4.9 8 3 4.7
1/4 -  28UNF TCE02422 TDE02422 10 80 30 7 5.5 8 3 5.5
5/16 -  24UNF TCE02462 TDE02462 10 90 35 8 6.2 9 3 6.9
3/8 -  24UNF TCE02502 TDE02502 10 100 39 9 7 10 3 8.5
7/16 -  20UNF TCE02542 TDE02542 13 100 40 8 6.2 9 3 9.9
1/2 -  20UNF TCE02582 TDE02582 13 100 40 9 7 10 3 11.5
9/16 -  18UNF TCE02622 TDE02622 15 100 40 11 9 12 3 12.9
5/8 -  18UNF TCE02662 TDE02662 15 100 40 12 9 12 3 14.5
3/4 -  16UNF TCE02722 TDE02722 17 110 44 14 11 14 4 17.5
7/8 -  14UNF TCE02762 TDE02762 17 125 50 18 14.5 17 4 20.5
1 -  12UNF TCE02802 TDE02802 20 140 54 20 16 19 4 23.25

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

Unit : mm

p.44~45
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D
IN

 3
71

D
IN

 3
76

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

d1

P

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps

TC814 SERIESBright

TD814 SERIESTiN

TB814 SERIESVap

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

HSS-E DIN
371/376

B6H
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TB814136 TC814136 TD814136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TB814156 TC814156 TD814156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TB814196 TC814196 TD814196 8 45 13 2.8 2.1 5 3 1.9 
M2.5 × 0.45 TB814176 TC814176 TD814176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TB814496 TC814496 TD814496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TB814206 TC814206 TD814206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TB814226 TC814226 TD814226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TB814246 TC814246 TD814246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TB814266 TC814266 TD814266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TB814286 TC814286 TD814286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TB814316 TC814316 TD814316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TB814346 TC814346 TD814346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TB814366 TC814366 TD814366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TB814396 TC814396 TD814396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TB814426 TC814426 TD814426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TB814466 TC814466 TD814466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TB814506 TC814506 TD814506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TB814546 TC814546 TD814546 26 110 44 11 9 12 3 12
M16 × 2.0 TB814606 TC814606 TD814606 27 110 44 12 9 12 3 14
M18 × 2.5 TB814656 TC814656 TD814656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TB814706 TC814706 TD814706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TB814746 TC814746 TD814746 32 140 54 18 14.5 17 4 19.5

▶ DIN 371(M2~M10) and DIN 376(M11~M52)
* The other coating(TiCN or TiAlN) is available on your request. 

▶ NEXT PAGE

Unit : mm

p.44~45

D
IN

 3
71

D
IN

 3
76

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

d1

P

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

TC814 SERIESBright

TD814 SERIESTiN

TB814 SERIESVap

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

HSS-E DIN
371/376

B6H
60º

Bright
Vap

▶ DIN 371(M2~M10) and DIN 376(M11~M52)
*  The other coating(TiCN or TiAlN) is available on your request. 

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M24 × 3.0 TB814786 TC814786 TD814786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TB814866 TC814866 TD814866 36 160 60 20 16 19 4 24
M30 × 3.5 TB814946 TC81 4946 TD814946 40 180 70 22 18 21 4 26.5
M33 x 3.5 - TC814A46 TD814A46 40 180 70 25 20 23 4 29.5 
M36 x 4.0 - TC814B36 TD814B36 50 200 80 28 22 25 4 32.0 
M39 x 4.0 - TC814C06 TD814C06 50 200 80 32 24 27 4 35.0 
M42 x 4.5 - TC814C86 TD814C86 56 200 85 32 24 27 4 37.5 
M45 x 4.5 - TC814D56 TD814D56 58 220 85 36 29 32 4 40.5 
M48 x 5.0 - TC814E26 TD814E26 65 250 90 36 29 32 4 43.0 
M52 x 5.0 - TC814F36 TD814F36 65 250 90 40 32 35 4 47.0 

Machine Taps
Unit : mm

p.44~45

NEW SIZENEW SIZE
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*
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*
*
*
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*
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*
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D
IN

 3
71

D
IN

 3
76

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

d1

P

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps

TC814 SERIESBright

TD814 SERIESTiN

TB814 SERIESVap

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

HSS-E DIN
371/376

B6H
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TB814136 TC814136 TD814136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TB814156 TC814156 TD814156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TB814196 TC814196 TD814196 8 45 13 2.8 2.1 5 3 1.9 
M2.5 × 0.45 TB814176 TC814176 TD814176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TB814496 TC814496 TD814496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TB814206 TC814206 TD814206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TB814226 TC814226 TD814226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TB814246 TC814246 TD814246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TB814266 TC814266 TD814266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TB814286 TC814286 TD814286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TB814316 TC814316 TD814316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TB814346 TC814346 TD814346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TB814366 TC814366 TD814366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TB814396 TC814396 TD814396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TB814426 TC814426 TD814426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TB814466 TC814466 TD814466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TB814506 TC814506 TD814506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TB814546 TC814546 TD814546 26 110 44 11 9 12 3 12
M16 × 2.0 TB814606 TC814606 TD814606 27 110 44 12 9 12 3 14
M18 × 2.5 TB814656 TC814656 TD814656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TB814706 TC814706 TD814706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TB814746 TC814746 TD814746 32 140 54 18 14.5 17 4 19.5

▶ DIN 371(M2~M10) and DIN 376(M11~M52)
*  The other coating(TiCN or TiAlN) is available on your request. 

▶ NEXT PAGE

Unit : mm

p.44~45

D
IN

 3
71

D
IN

 3
76

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

d1

P

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

TC814 SERIESBright

TD814 SERIESTiN

TB814 SERIESVap

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

HSS-E DIN
371/376

B6H
60º

Bright
Vap

▶ DIN 371(M2~M10) and DIN 376(M11~M52)
* The other coating(TiCN or TiAlN) is available on your request. 

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M24 × 3.0 TB814786 TC814786 TD814786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TB814866 TC814866 TD814866 36 160 60 20 16 19 4 24
M30 × 3.5 TB814946 TC81 4946 TD814946 40 180 70 22 18 21 4 26.5
M33 x 3.5 - TC814A46 TD814A46 40 180 70 25 20 23 4 29.5 
M36 x 4.0 - TC814B36 TD814B36 50 200 80 28 22 25 4 32.0 
M39 x 4.0 - TC814C06 TD814C06 50 200 80 32 24 27 4 35.0 
M42 x 4.5 - TC814C86 TD814C86 56 200 85 32 24 27 4 37.5 
M45 x 4.5 - TC814D56 TD814D56 58 220 85 36 29 32 4 40.5 
M48 x 5.0 - TC814E26 TD814E26 65 250 90 36 29 32 4 43.0 
M52 x 5.0 - TC814F36 TD814F36 65 250 90 40 32 35 4 47.0 

Machine Taps
Unit : mm

p.44~45

NEW SIZENEW SIZE

*
*
*
*
*
*
*

*
*
*
*
*
*
*
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▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ05136 TCJ05136 TDJ05136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TBJ05156 TCJ05156 TDJ05156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TBJ05196 TCJ05196 TDJ05196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TBJ05176 TCJ05176 TDJ05176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TBJ05496 TCJ05496 TDJ05496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TBJ05206 TCJ05206 TDJ05206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TBJ05226 TCJ05226 TDJ05226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TBJ05246 TCJ05246 TDJ05246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TBJ05266 TCJ05266 TDJ05266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TBJ05286 TCJ05286 TDJ05286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TBJ05316 TCJ05316 TDJ05316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TBJ05346 TCJ05346 TDJ05346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TBJ05366 TCJ05366 TDJ05366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TBJ05396 TCJ05396 TDJ05396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TBJ05426 TCJ05426 TDJ05426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TBJ05466 TCJ05466 TDJ05466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TBJ05506 TCJ05506 TDJ05506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TBJ05546 TCJ05546 TDJ05546 26 110 44 11 9 12 3 12
M16 × 2.0 TBJ05606 TCJ05606 TDJ05606 27 110 44 12 9 12 3 14
M18 × 2.5 TBJ05656 TCJ05656 TDJ05656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TBJ05706 TCJ05706 TDJ05706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TBJ05746 TCJ05746 TDJ05746 32 140 54 18 14.5 17 4 19.5
M24 × 3.0 TBJ05786 TCJ05786 TDJ05786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TBJ05866 TCJ05866 TDJ05866 36 160 60 20 16 19 4 24
M30 × 3.5 TBJ05946 TCJ05946 TDJ05946 40 180 70 22 18 21 4 26.5

Machine Taps
Unit : mm

TCJ05 SERIESBright

TDJ05 SERIESTiN

TBJ05 SERIESVap
D

IN
 3

71

D
IN

 3
76

HSS-E DIN
371/376

B4H
60º

Bright
Vap

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
* The other coating(TiCN or TiAlN) is available on your request. 

p.44~45

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

TCJ06 SERIESBright

TDJ06 SERIESTiN

TBJ06 SERIESVap

D
IN

 3
71

D
IN

 3
76

HSS-E DIN
371/376

B6H+0.1
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ06136 TCJ06136 TDJ06136 8 45 13 2.8 2.1 5 3 1.7
M2.2 × 0.45 TBJ06156 TCJ06156 TDJ06156 8 45 13 2.8 2.1 5 3 1.85
M2.3 × 0.4 TBJ06196 TCJ06196 TDJ06196 8 45 13 2.8 2.1 5 3 2
M2.5 × 0.45 TBJ06176 TCJ06176 TDJ06176 9 50 15 2.8 2.1 5 3 2.15
M2.6 × 0.45 TBJ06496 TCJ06496 TDJ06496 9 50 15 2.8 2.1 5 3 2.2
M3 × 0.5 TBJ06206 TCJ06206 TDJ06206 11 56 18 3.5 2.7 6 3 2.6
M3.5 × 0.6 TBJ06226 TCJ06226 TDJ06226 12 56 20 4 3 6 3 3
M4 × 0.7 TBJ06246 TCJ06246 TDJ06246 13 63 21 4.5 3.4 6 3 3.4
M4.5 × 0.75 TBJ06266 TCJ06266 TDJ06266 14 70 25 6 4.9 8 3 3.8
M5 × 0.8 TBJ06286 TCJ06286 TDJ06286 15 70 25 6 4.9 8 3 4.3
M6 × 1.0 TBJ06316 TCJ06316 TDJ06316 17 80 30 6 4.9 8 3 5.1
M7 × 1.0 TBJ06346 TCJ06346 TDJ06346 17 80 30 7 5.5 8 3 6.1
M8 × 1.25 TBJ06366 TCJ06366 TDJ06366 20 90 35 8 6.2 9 3 6.9
M9 × 1.25 TBJ06396 TCJ06396 TDJ06396 20 90 35 9 7 10 3 7.9
M10 × 1.5 TBJ06426 TCJ06426 TDJ06426 22 100 39 10 8 11 3 8.6
M11 × 1.5 TBJ06466 TCJ06466 TDJ06466 22 100 40 8 6.2 9 3 9.6
M12 × 1.75 TBJ06506 TCJ06506 TDJ06506 24 110 44 9 7 10 3 10.3
M14 × 2.0 TBJ06546 TCJ06546 TDJ06546 26 110 44 11 9 12 3 12.1
M16 × 2.0 TBJ06606 TCJ06606 TDJ06606 27 110 44 12 9 12 3 14.1
M18 × 2.5 TBJ06656 TCJ06656 TDJ06656 30 125 50 14 11 14 4 15.6
M20 × 2.5 TBJ06706 TCJ06706 TDJ06706 32 140 54 16 12 15 4 17.6
M22 × 2.5 TBJ06746 TCJ06746 TDJ06746 32 140 54 18 14.5 17 4 19.6
M24 × 3.0 TBJ06786 TCJ06786 TDJ06786 34 160 60 18 14.5 17 4 21.1
M27 × 3.0 TBJ06866 TCJ06866 TDJ06866 36 160 60 20 16 19 4 24.1
M30 × 3.5 TBJ06946 TCJ06946 TDJ06946 40 180 70 22 18 21 4 26.6

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
*  The other coating(TiCN or TiAlN) is available on your request. 

p.44~45
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▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ05136 TCJ05136 TDJ05136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TBJ05156 TCJ05156 TDJ05156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TBJ05196 TCJ05196 TDJ05196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TBJ05176 TCJ05176 TDJ05176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TBJ05496 TCJ05496 TDJ05496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TBJ05206 TCJ05206 TDJ05206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TBJ05226 TCJ05226 TDJ05226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TBJ05246 TCJ05246 TDJ05246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TBJ05266 TCJ05266 TDJ05266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TBJ05286 TCJ05286 TDJ05286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TBJ05316 TCJ05316 TDJ05316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TBJ05346 TCJ05346 TDJ05346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TBJ05366 TCJ05366 TDJ05366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TBJ05396 TCJ05396 TDJ05396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TBJ05426 TCJ05426 TDJ05426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TBJ05466 TCJ05466 TDJ05466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TBJ05506 TCJ05506 TDJ05506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TBJ05546 TCJ05546 TDJ05546 26 110 44 11 9 12 3 12
M16 × 2.0 TBJ05606 TCJ05606 TDJ05606 27 110 44 12 9 12 3 14
M18 × 2.5 TBJ05656 TCJ05656 TDJ05656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TBJ05706 TCJ05706 TDJ05706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TBJ05746 TCJ05746 TDJ05746 32 140 54 18 14.5 17 4 19.5
M24 × 3.0 TBJ05786 TCJ05786 TDJ05786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TBJ05866 TCJ05866 TDJ05866 36 160 60 20 16 19 4 24
M30 × 3.5 TBJ05946 TCJ05946 TDJ05946 40 180 70 22 18 21 4 26.5

Machine Taps
Unit : mm

TCJ05 SERIESBright

TDJ05 SERIESTiN

TBJ05 SERIESVap

D
IN

 3
71

D
IN

 3
76

HSS-E DIN
371/376

B4H
60º

Bright
Vap

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
*  The other coating(TiCN or TiAlN) is available on your request. 
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▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

TCJ06 SERIESBright

TDJ06 SERIESTiN

TBJ06 SERIESVap

D
IN

 3
71

D
IN

 3
76

HSS-E DIN
371/376

B6H+0.1
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ06136 TCJ06136 TDJ06136 8 45 13 2.8 2.1 5 3 1.7
M2.2 × 0.45 TBJ06156 TCJ06156 TDJ06156 8 45 13 2.8 2.1 5 3 1.85
M2.3 × 0.4 TBJ06196 TCJ06196 TDJ06196 8 45 13 2.8 2.1 5 3 2
M2.5 × 0.45 TBJ06176 TCJ06176 TDJ06176 9 50 15 2.8 2.1 5 3 2.15
M2.6 × 0.45 TBJ06496 TCJ06496 TDJ06496 9 50 15 2.8 2.1 5 3 2.2
M3 × 0.5 TBJ06206 TCJ06206 TDJ06206 11 56 18 3.5 2.7 6 3 2.6
M3.5 × 0.6 TBJ06226 TCJ06226 TDJ06226 12 56 20 4 3 6 3 3
M4 × 0.7 TBJ06246 TCJ06246 TDJ06246 13 63 21 4.5 3.4 6 3 3.4
M4.5 × 0.75 TBJ06266 TCJ06266 TDJ06266 14 70 25 6 4.9 8 3 3.8
M5 × 0.8 TBJ06286 TCJ06286 TDJ06286 15 70 25 6 4.9 8 3 4.3
M6 × 1.0 TBJ06316 TCJ06316 TDJ06316 17 80 30 6 4.9 8 3 5.1
M7 × 1.0 TBJ06346 TCJ06346 TDJ06346 17 80 30 7 5.5 8 3 6.1
M8 × 1.25 TBJ06366 TCJ06366 TDJ06366 20 90 35 8 6.2 9 3 6.9
M9 × 1.25 TBJ06396 TCJ06396 TDJ06396 20 90 35 9 7 10 3 7.9
M10 × 1.5 TBJ06426 TCJ06426 TDJ06426 22 100 39 10 8 11 3 8.6
M11 × 1.5 TBJ06466 TCJ06466 TDJ06466 22 100 40 8 6.2 9 3 9.6
M12 × 1.75 TBJ06506 TCJ06506 TDJ06506 24 110 44 9 7 10 3 10.3
M14 × 2.0 TBJ06546 TCJ06546 TDJ06546 26 110 44 11 9 12 3 12.1
M16 × 2.0 TBJ06606 TCJ06606 TDJ06606 27 110 44 12 9 12 3 14.1
M18 × 2.5 TBJ06656 TCJ06656 TDJ06656 30 125 50 14 11 14 4 15.6
M20 × 2.5 TBJ06706 TCJ06706 TDJ06706 32 140 54 16 12 15 4 17.6
M22 × 2.5 TBJ06746 TCJ06746 TDJ06746 32 140 54 18 14.5 17 4 19.6
M24 × 3.0 TBJ06786 TCJ06786 TDJ06786 34 160 60 18 14.5 17 4 21.1
M27 × 3.0 TBJ06866 TCJ06866 TDJ06866 36 160 60 20 16 19 4 24.1
M30 × 3.5 TBJ06946 TCJ06946 TDJ06946 40 180 70 22 18 21 4 26.6

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
* The other coating(TiCN or TiAlN) is available on your request. 

p.44~45
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30 31Phone: +82-32-526-0909,  www.yg1.kr,  E-mail:yg1@yg1.kr 

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

TCJ07 SERIESBright

TDJ07 SERIESTiN

TBJ07 SERIESVap
D

IN
 3

71

D
IN

 3
76

HSS-E DIN
371/376

B6G
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ07136 TCJ07136 TDJ07136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TBJ07156 TCJ07156 TDJ07156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TBJ07196 TCJ07196 TDJ07196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TBJ07176 TCJ07176 TDJ07176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TBJ07496 TCJ07496 TDJ07496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TBJ07206 TCJ07206 TDJ07206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TBJ07226 TCJ07226 TDJ07226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TBJ07246 TCJ07246 TDJ07246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TBJ07266 TCJ07266 TDJ07266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TBJ07286 TCJ07286 TDJ07286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TBJ07316 TCJ07316 TDJ07316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TBJ07346 TCJ07346 TDJ07346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TBJ07366 TCJ07366 TDJ07366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TBJ07396 TCJ07396 TDJ07396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TBJ07426 TCJ07426 TDJ07426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TBJ07466 TCJ07466 TDJ07466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TBJ07506 TCJ07506 TDJ07506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TBJ07546 TCJ07546 TDJ07546 26 110 44 11 9 12 3 12
M16 × 2.0 TBJ07606 TCJ07606 TDJ07606 27 110 44 12 9 12 3 14
M18 × 2.5 TBJ07656 TCJ07656 TDJ07656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TBJ07706 TCJ07706 TDJ07706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TBJ07746 TCJ07746 TDJ07746 32 140 54 18 14.5 17 4 19.5
M24 × 3.0 TBJ07786 TCJ07786 TDJ07786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TBJ07866 TCJ07866 TDJ07866 36 160 60 20 16 19 4 24
M30 × 3.5 TBJ07946 TCJ07946 TDJ07946 40 180 70 22 18 21 4 26.5

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
* The other coating(TiCN or TiAlN) is available on your request. 

p.44~45

TCJ08 SERIESBright

TDJ08 SERIESTiN

TBJ08 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

HSS-E DIN
371/376

B7G
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ08136 TCJ08136 TDJ08136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TBJ08156 TCJ08156 TDJ08156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TBJ08196 TCJ08196 TDJ08196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TBJ08176 TCJ08176 TDJ08176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TBJ08496 TCJ08496 TDJ08496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TBJ08206 TCJ08206 TDJ08206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TBJ08226 TCJ08226 TDJ08226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TBJ08246 TCJ08246 TDJ08246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TBJ08266 TCJ08266 TDJ08266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TBJ08286 TCJ08286 TDJ08286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TBJ08316 TCJ08316 TDJ08316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TBJ08346 TCJ08346 TDJ08346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TBJ08366 TCJ08366 TDJ08366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TBJ08396 TCJ08396 TDJ08396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TBJ08426 TCJ08426 TDJ08426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TBJ08466 TCJ08466 TDJ08466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TBJ08506 TCJ08506 TDJ08506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TBJ08546 TCJ08546 TDJ08546 26 110 44 11 9 12 3 12
M16 × 2.0 TBJ08606 TCJ08606 TDJ08606 27 110 44 12 9 12 3 14
M18 × 2.5 TBJ08656 TCJ08656 TDJ08656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TBJ08706 TCJ08706 TDJ08706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TBJ08746 TCJ08746 TDJ08746 32 140 54 18 14.5 17 4 19.5
M24 × 3.0 TBJ08786 TCJ08786 TDJ08786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TBJ08866 TCJ08866 TDJ08866 36 160 60 20 16 19 4 24
M30 × 3.5 TBJ08946 TCJ08946 TDJ08946 40 180 70 22 18 21 4 26.5

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
*  The other coating(TiCN or TiAlN) is available on your request. 
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▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

TCJ07 SERIESBright

TDJ07 SERIESTiN

TBJ07 SERIESVap

D
IN

 3
71

D
IN

 3
76

HSS-E DIN
371/376

B6G
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ07136 TCJ07136 TDJ07136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TBJ07156 TCJ07156 TDJ07156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TBJ07196 TCJ07196 TDJ07196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TBJ07176 TCJ07176 TDJ07176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TBJ07496 TCJ07496 TDJ07496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TBJ07206 TCJ07206 TDJ07206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TBJ07226 TCJ07226 TDJ07226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TBJ07246 TCJ07246 TDJ07246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TBJ07266 TCJ07266 TDJ07266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TBJ07286 TCJ07286 TDJ07286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TBJ07316 TCJ07316 TDJ07316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TBJ07346 TCJ07346 TDJ07346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TBJ07366 TCJ07366 TDJ07366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TBJ07396 TCJ07396 TDJ07396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TBJ07426 TCJ07426 TDJ07426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TBJ07466 TCJ07466 TDJ07466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TBJ07506 TCJ07506 TDJ07506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TBJ07546 TCJ07546 TDJ07546 26 110 44 11 9 12 3 12
M16 × 2.0 TBJ07606 TCJ07606 TDJ07606 27 110 44 12 9 12 3 14
M18 × 2.5 TBJ07656 TCJ07656 TDJ07656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TBJ07706 TCJ07706 TDJ07706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TBJ07746 TCJ07746 TDJ07746 32 140 54 18 14.5 17 4 19.5
M24 × 3.0 TBJ07786 TCJ07786 TDJ07786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TBJ07866 TCJ07866 TDJ07866 36 160 60 20 16 19 4 24
M30 × 3.5 TBJ07946 TCJ07946 TDJ07946 40 180 70 22 18 21 4 26.5

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
*  The other coating(TiCN or TiAlN) is available on your request. 

p.44~45

TCJ08 SERIESBright

TDJ08 SERIESTiN

TBJ08 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

HSS-E DIN
371/376

B7G
60º

Bright
Vap

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M2 × 0.4 TBJ08136 TCJ08136 TDJ08136 8 45 13 2.8 2.1 5 3 1.6
M2.2 × 0.45 TBJ08156 TCJ08156 TDJ08156 8 45 13 2.8 2.1 5 3 1.75
M2.3 × 0.4 TBJ08196 TCJ08196 TDJ08196 8 45 13 2.8 2.1 5 3 1.9
M2.5 × 0.45 TBJ08176 TCJ08176 TDJ08176 9 50 15 2.8 2.1 5 3 2.05
M2.6 × 0.45 TBJ08496 TCJ08496 TDJ08496 9 50 15 2.8 2.1 5 3 2.1
M3 × 0.5 TBJ08206 TCJ08206 TDJ08206 11 56 18 3.5 2.7 6 3 2.5
M3.5 × 0.6 TBJ08226 TCJ08226 TDJ08226 12 56 20 4 3 6 3 2.9
M4 × 0.7 TBJ08246 TCJ08246 TDJ08246 13 63 21 4.5 3.4 6 3 3.3
M4.5 × 0.75 TBJ08266 TCJ08266 TDJ08266 14 70 25 6 4.9 8 3 3.7
M5 × 0.8 TBJ08286 TCJ08286 TDJ08286 15 70 25 6 4.9 8 3 4.2
M6 × 1.0 TBJ08316 TCJ08316 TDJ08316 17 80 30 6 4.9 8 3 5
M7 × 1.0 TBJ08346 TCJ08346 TDJ08346 17 80 30 7 5.5 8 3 6
M8 × 1.25 TBJ08366 TCJ08366 TDJ08366 20 90 35 8 6.2 9 3 6.8
M9 × 1.25 TBJ08396 TCJ08396 TDJ08396 20 90 35 9 7 10 3 7.8
M10 × 1.5 TBJ08426 TCJ08426 TDJ08426 22 100 39 10 8 11 3 8.5
M11 × 1.5 TBJ08466 TCJ08466 TDJ08466 22 100 40 8 6.2 9 3 9.5
M12 × 1.75 TBJ08506 TCJ08506 TDJ08506 24 110 44 9 7 10 3 10.2
M14 × 2.0 TBJ08546 TCJ08546 TDJ08546 26 110 44 11 9 12 3 12
M16 × 2.0 TBJ08606 TCJ08606 TDJ08606 27 110 44 12 9 12 3 14
M18 × 2.5 TBJ08656 TCJ08656 TDJ08656 30 125 50 14 11 14 4 15.5
M20 × 2.5 TBJ08706 TCJ08706 TDJ08706 32 140 54 16 12 15 4 17.5
M22 × 2.5 TBJ08746 TCJ08746 TDJ08746 32 140 54 18 14.5 17 4 19.5
M24 × 3.0 TBJ08786 TCJ08786 TDJ08786 34 160 60 18 14.5 17 4 21
M27 × 3.0 TBJ08866 TCJ08866 TDJ08866 36 160 60 20 16 19 4 24
M30 × 3.5 TBJ08946 TCJ08946 TDJ08946 40 180 70 22 18 21 4 26.5

▶ DIN 371(M2~M10) and DIN 376(M11~M30)
* The other coating(TiCN or TiAlN) is available on your request. 
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TC854 SERIESBright

TD854 SERIESTiN

TB854 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M4 × 0.5 TB854256 TC854256 TD854256 10 63 21 2.8 2.1 5 3 3.5
M5 × 0.5 TB854296 TC854296 TD854296 11 70 25 3.5 2.7 6 3 4.5
M6 × 0.75 TB854326 TC854326 TD854326 13 80 30 4.5 3.4 6 3 5.2
M6 × 0.5 TB854336 TC854336 TD854336 13 80 30 4.5 3.4 6 3 5.5
M7 × 0.75 TB854356 TC854356 TD854356 14 80 30 5.5 4.3 7 3 6.2
M8 × 1.0 TB854376 TC854376 TD854376 17 90 36 6 4.9 8 3 7
M8 × 0.75 TB854386 TC854386 TD854386 14 80 30 6 4.9 8 3 7.2
M10 × 1.25 TB854436 TC854436 TD854436 22 100 40 7 5.5 8 3 8.8
M10 × 1.0 TB854446 TC854446 TD854446 18 90 36 7 5.5 8 3 9
M10 × 0.75 TB854456 TC854456 TD854456 18 90 36 7 5.5 8 3 9.2
M12 × 1.5 TB854516 TC854516 TD854516 22 100 40 9 7 10 3 10.5
M12 × 1.25 TB854526 TC854526 TD854526 22 100 40 9 7 10 3 10.8
M12 × 1.0 TB854536 TC854536 TD854536 18 100 40 9 7 10 3 11
M14 × 1.5 TB854556 TC854556 TD854556 22 100 40 11 9 12 3 12.5
M14 × 1.25 TB854566 TC854566 TD854566 22 100 40 11 9 12 3 12.8
M14 × 1.0 TB854576 TC854576 TD854576 22 100 40 11 9 12 3 13
M16 × 1.5 TB854616 TC854616 TD854616 22 100 40 12 9 12 3 14.5
M16 × 1.0 TB854626 TC854626 TD854626 18 100 40 12 9 12 3 15
M18 × 1.5 TB854676 TC854676 TD854676 25 110 44 14 11 14 4 16.5
M18 × 1.0 TB854686 TC854686 TD854686 20 110 44 14 11 14 4 17
M20 × 1.5 TB854726 TC854726 TD854726 25 125 50 16 12 15 4 18.5
M20 × 1.0 TB854736 TC854736 TD854736 20 125 50 16 12 15 4 19

* The other coating(TiCN or TiAlN) is available on your request. 

HSS-E DIN
374

B6H
60º

Bright
Vap

Hole type
3.0×D

D
IN

 3
74

D1D2

L2

L1Kl
L3

K

d1

P

▶ NEXT PAGE

p.44~45

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M22 × 1.5 TB854766 TC854766 TD854766 25 125 50 18 14.5 17 4 20.5
M22 × 1.0 TB854776 TC854776 TD854776 20 125 50 18 14.5 17 4 21
M24 × 2.0 TB854796 TC854796 TD854796 27 140 54 18 14.5 17 4 22
M24 × 1.5 TB854806 TC854806 TD854806 27 140 54 18 14.5 17 4 22.5
M26 × 1.5 TB854856 TC854856 TD854856 28 140 54 18 14.5 17 4 24.5
M27 × 2.0 TB854876 TC854876 TD854876 28 140 54 20 16 19 4 25
M27 × 1.5 TB854886 TC854886 TD854886 28 140 54 20 16 19 4 25.5
M28 × 1.5 TB854916 TC854916 TD854916 28 140 54 20 16 19 4 26.5
M30 × 2.0 TB854966 TC854966 TD854966 30 150 57 22 18 21 4 28
M30 × 1.5 TB854976 TC854976 TD854976 30 150 57 22 18 21 4 28.5
M32 x 2.0 - TC854A16 TD854A16 30 150 57 22 18 21 4 30.0 
M32 x 1.5 - TC854A26 TD854A26 30 150 57 22 18 21 4 30.5 
M33 x 2.0 - TC854A66 TD854A66 33 160 60 25 20 23 4 31.0 
M33 x 1.5 - TC854A76 TD854A76 32 160 60 25 20 23 4 31.5 
M34 x 1.5 - TC854A96 TD854A96 33 170 70 28 22 25 4 32.5 
M35 x 1.5 - TC854B16 TD854B16 33 170 70 28 22 25 4 33.5 
M36 x 3.0 - TC854B46 TD854B46 45 200 80 28 22 25 4 33.0 
M36 x 2.0 - TC854B56 TD854B56 33 170 70 28 22 25 4 34.0 
M36 x 1.5 - TC854B66 TD854B66 33 170 70 28 22 25 4 34.5 
M38 x 1.5 - TC854B86 TD854B86 33 170 70 28 22 25 4 36.5 
M39 x 1.5 - TC854C36 TD854C36 33 170 70 32 24 27 4 37.5 
M40 x 1.5 - TC854C66 TD854C66 33 170 70 32 24 27 4 38.5 

▶ NEXT PAGE

TC854 SERIESBright

TD854 SERIESTiN

TB854 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

HSS-E DIN
374

B6H
60º

Bright
Vap

Hole type
3.0×D

D
IN

 3
74
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L2

L1Kl
L3

K
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* The other coating(TiCN or TiAlN) is available on your request. 
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*
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*
*
*
*
*
*
*
*
*
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TC854 SERIESBright

TD854 SERIESTiN

TB854 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M4 × 0.5 TB854256 TC854256 TD854256 10 63 21 2.8 2.1 5 3 3.5
M5 × 0.5 TB854296 TC854296 TD854296 11 70 25 3.5 2.7 6 3 4.5
M6 × 0.75 TB854326 TC854326 TD854326 13 80 30 4.5 3.4 6 3 5.2
M6 × 0.5 TB854336 TC854336 TD854336 13 80 30 4.5 3.4 6 3 5.5
M7 × 0.75 TB854356 TC854356 TD854356 14 80 30 5.5 4.3 7 3 6.2
M8 × 1.0 TB854376 TC854376 TD854376 17 90 36 6 4.9 8 3 7
M8 × 0.75 TB854386 TC854386 TD854386 14 80 30 6 4.9 8 3 7.2
M10 × 1.25 TB854436 TC854436 TD854436 22 100 40 7 5.5 8 3 8.8
M10 × 1.0 TB854446 TC854446 TD854446 18 90 36 7 5.5 8 3 9
M10 × 0.75 TB854456 TC854456 TD854456 18 90 36 7 5.5 8 3 9.2
M12 × 1.5 TB854516 TC854516 TD854516 22 100 40 9 7 10 3 10.5
M12 × 1.25 TB854526 TC854526 TD854526 22 100 40 9 7 10 3 10.8
M12 × 1.0 TB854536 TC854536 TD854536 18 100 40 9 7 10 3 11
M14 × 1.5 TB854556 TC854556 TD854556 22 100 40 11 9 12 3 12.5
M14 × 1.25 TB854566 TC854566 TD854566 22 100 40 11 9 12 3 12.8
M14 × 1.0 TB854576 TC854576 TD854576 22 100 40 11 9 12 3 13
M16 × 1.5 TB854616 TC854616 TD854616 22 100 40 12 9 12 3 14.5
M16 × 1.0 TB854626 TC854626 TD854626 18 100 40 12 9 12 3 15
M18 × 1.5 TB854676 TC854676 TD854676 25 110 44 14 11 14 4 16.5
M18 × 1.0 TB854686 TC854686 TD854686 20 110 44 14 11 14 4 17
M20 × 1.5 TB854726 TC854726 TD854726 25 125 50 16 12 15 4 18.5
M20 × 1.0 TB854736 TC854736 TD854736 20 125 50 16 12 15 4 19

* The other coating(TiCN or TiAlN) is available on your request. 

HSS-E DIN
374

B6H
60º

Bright
Vap

Hole type
3.0×D

D
IN

 3
74

D1D2

L2

L1Kl
L3

K

d1

P

▶ NEXT PAGE

p.44~45

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M22 × 1.5 TB854766 TC854766 TD854766 25 125 50 18 14.5 17 4 20.5
M22 × 1.0 TB854776 TC854776 TD854776 20 125 50 18 14.5 17 4 21
M24 × 2.0 TB854796 TC854796 TD854796 27 140 54 18 14.5 17 4 22
M24 × 1.5 TB854806 TC854806 TD854806 27 140 54 18 14.5 17 4 22.5
M26 × 1.5 TB854856 TC854856 TD854856 28 140 54 18 14.5 17 4 24.5
M27 × 2.0 TB854876 TC854876 TD854876 28 140 54 20 16 19 4 25
M27 × 1.5 TB854886 TC854886 TD854886 28 140 54 20 16 19 4 25.5
M28 × 1.5 TB854916 TC854916 TD854916 28 140 54 20 16 19 4 26.5
M30 × 2.0 TB854966 TC854966 TD854966 30 150 57 22 18 21 4 28
M30 × 1.5 TB854976 TC854976 TD854976 30 150 57 22 18 21 4 28.5
M32 x 2.0 - TC854A16 TD854A16 30 150 57 22 18 21 4 30.0 
M32 x 1.5 - TC854A26 TD854A26 30 150 57 22 18 21 4 30.5 
M33 x 2.0 - TC854A66 TD854A66 33 160 60 25 20 23 4 31.0 
M33 x 1.5 - TC854A76 TD854A76 32 160 60 25 20 23 4 31.5 
M34 x 1.5 - TC854A96 TD854A96 33 170 70 28 22 25 4 32.5 
M35 x 1.5 - TC854B16 TD854B16 33 170 70 28 22 25 4 33.5 
M36 x 3.0 - TC854B46 TD854B46 45 200 80 28 22 25 4 33.0 
M36 x 2.0 - TC854B56 TD854B56 33 170 70 28 22 25 4 34.0 
M36 x 1.5 - TC854B66 TD854B66 33 170 70 28 22 25 4 34.5 
M38 x 1.5 - TC854B86 TD854B86 33 170 70 28 22 25 4 36.5 
M39 x 1.5 - TC854C36 TD854C36 33 170 70 32 24 27 4 37.5 
M40 x 1.5 - TC854C66 TD854C66 33 170 70 32 24 27 4 38.5 

▶ NEXT PAGE

TC854 SERIESBright

TD854 SERIESTiN

TB854 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

HSS-E DIN
374

B6H
60º

Bright
Vap

Hole type
3.0×D

D
IN

 3
74

D1D2

L2

L1Kl
L3

K

d1

P

* The other coating(TiCN or TiAlN) is available on your request. 

p.44~45

NEW SIZENEW SIZE
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SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M42 x 3.0 - TC854D06 TD854D06 45 200 80 32 24 27 4 39.0 
M42 x 2.0 - TC854D16 TD854D16 33 170 70 32 24 27 4 40.0 
M42 x 1.5 - TC854D26 TD854D26 33 170 70 32 24 27 4 40.5 
M45 x 1.5 - TC854D96 TD854D96 33 180 80 36 29 32 4 43.5 
M48 x 3.0 - TC854E56 TD854E56 45 225 90 36 29 32 4 45.0 
M48 x 2.0 - TC854E66 TD854E66 36 190 80 36 29 32 4 46.0 
M48 x 1.5 - TC854E76 TD854E76 36 190 80 36 29 32 4 46.5 
M50 x 1.5 - TC854F16 TD854F16 36 190 80 36 29 32 4 48.5 
M52 x 3.0 - TC854F56 TD854F56 45 225 90 40 32 35 4 49.0 
M52 x 2.0 - TC854F66 TD854F66 36 190 80 40 32 35 4 50.0 
M52 x 1.5 - TC854F76 TD854F76 36 190 80 40 32 35 4 50.5 

TC854 SERIESBright

TD854 SERIESTiN

TB854 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

HSS-E DIN
374

B6H
60º

Bright
Vap

Hole type
3.0×D

D
IN

 3
74

D1D2

L2

L1Kl
L3

K

d1

P

* The other coating(TiCN or TiAlN) is available on your request. 

p.44~45

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

TCJ09 SERIESBright

TDJ09 SERIESTiN

D1D2

L2

L1Kl
L3

K

d1

P

D
IN

 3
74

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M4  × 0.5 TCJ09256 TDJ09256 10 63 21 2.8 2.1 5 3 3.5
M5  × 0.5 TCJ09296 TDJ09296 11 70 25 3.5 2.7 6 3 4.5
M6  × 0.75 TCJ09326 TDJ09326 13 80 30 4.5 3.4 6 3 5.2
M6  × 0.5 TCJ09336 TDJ09336 13 80 30 4.5 3.4 6 3 5.5
M7  × 0.75 TCJ09356 TDJ09356 14 80 30 5.5 4.3 7 3 6.2
M8  × 1 TCJ09376 TDJ09376 17 90 36 6 4.9 8 3 7
M8  × 0.75 TCJ09386 TDJ09386 14 80 30 6 4.9 8 3 7.2
M10 × 1.25 TCJ09436 TDJ09436 22 100 40 7 5.5 8 3 8.8
M10 × 1 TCJ09446 TDJ09446 18 90 36 7 5.5 8 3 9
M10 × 0.75 TCJ09456 TDJ09456 18 90 36 7 5.5 8 3 9.2
M12 × 1.5 TCJ09516 TDJ09516 22 100 40 9 7 10 3 10.5
M12 × 1.25 TCJ09526 TDJ09526 22 100 40 9 7 10 3 10.8
M12 × 1 TCJ09536 TDJ09536 18 100 40 9 7 10 3 11
M14 × 1.5 TCJ09556 TDJ09556 22 100 40 11 9 12 3 12.5
M14 × 1.25 TCJ09566 TDJ09566 22 100 40 11 9 12 3 12.8
M14 × 1.0 TCJ09576 TDJ09576 22 100 40 11 9 12 3 13
M16 × 1.5 TCJ09616 TDJ09616 22 100 40 12 9 12 3 14.5
M16 × 1 TCJ09626 TDJ09626 18 100 40 12 9 12 3 15
M18 × 1.5 TCJ09676 TDJ09676 25 110 44 14 11 14 4 16.5
M18 × 1 TCJ09686 TDJ09686 20 110 44 14 11 14 4 17
M20 × 1.5 TCJ09726 TDJ09726 25 125 50 16 12 15 4 18.5
M20 × 1 TCJ09736 TDJ09736 20 125 50 16 12 15 4 19

HSS-E DIN
374

B6G
60º

TiN
Bright

▶ NEXT PAGE* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

p.44~45

Hole type
3.0×D

NEW SIZE
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*
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SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M42 x 3.0 - TC854D06 TD854D06 45 200 80 32 24 27 4 39.0 
M42 x 2.0 - TC854D16 TD854D16 33 170 70 32 24 27 4 40.0 
M42 x 1.5 - TC854D26 TD854D26 33 170 70 32 24 27 4 40.5 
M45 x 1.5 - TC854D96 TD854D96 33 180 80 36 29 32 4 43.5 
M48 x 3.0 - TC854E56 TD854E56 45 225 90 36 29 32 4 45.0 
M48 x 2.0 - TC854E66 TD854E66 36 190 80 36 29 32 4 46.0 
M48 x 1.5 - TC854E76 TD854E76 36 190 80 36 29 32 4 46.5 
M50 x 1.5 - TC854F16 TD854F16 36 190 80 36 29 32 4 48.5 
M52 x 3.0 - TC854F56 TD854F56 45 225 90 40 32 35 4 49.0 
M52 x 2.0 - TC854F66 TD854F66 36 190 80 40 32 35 4 50.0 
M52 x 1.5 - TC854F76 TD854F76 36 190 80 40 32 35 4 50.5 

TC854 SERIESBright

TD854 SERIESTiN

TB854 SERIESVap

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

HSS-E DIN
374

B6H
60º

Bright
Vap

Hole type
3.0×D

D
IN

 3
74

D1D2

L2

L1Kl
L3

K

d1

P

* The other coating(TiCN or TiAlN) is available on your request. 

p.44~45

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

TCJ09 SERIESBright

TDJ09 SERIESTiN

D1D2

L2

L1Kl
L3

K

d1

P

D
IN

 3
74

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M4  × 0.5 TCJ09256 TDJ09256 10 63 21 2.8 2.1 5 3 3.5
M5  × 0.5 TCJ09296 TDJ09296 11 70 25 3.5 2.7 6 3 4.5
M6  × 0.75 TCJ09326 TDJ09326 13 80 30 4.5 3.4 6 3 5.2
M6  × 0.5 TCJ09336 TDJ09336 13 80 30 4.5 3.4 6 3 5.5
M7  × 0.75 TCJ09356 TDJ09356 14 80 30 5.5 4.3 7 3 6.2
M8  × 1 TCJ09376 TDJ09376 17 90 36 6 4.9 8 3 7
M8  × 0.75 TCJ09386 TDJ09386 14 80 30 6 4.9 8 3 7.2
M10 × 1.25 TCJ09436 TDJ09436 22 100 40 7 5.5 8 3 8.8
M10 × 1 TCJ09446 TDJ09446 18 90 36 7 5.5 8 3 9
M10 × 0.75 TCJ09456 TDJ09456 18 90 36 7 5.5 8 3 9.2
M12 × 1.5 TCJ09516 TDJ09516 22 100 40 9 7 10 3 10.5
M12 × 1.25 TCJ09526 TDJ09526 22 100 40 9 7 10 3 10.8
M12 × 1 TCJ09536 TDJ09536 18 100 40 9 7 10 3 11
M14 × 1.5 TCJ09556 TDJ09556 22 100 40 11 9 12 3 12.5
M14 × 1.25 TCJ09566 TDJ09566 22 100 40 11 9 12 3 12.8
M14 × 1.0 TCJ09576 TDJ09576 22 100 40 11 9 12 3 13
M16 × 1.5 TCJ09616 TDJ09616 22 100 40 12 9 12 3 14.5
M16 × 1 TCJ09626 TDJ09626 18 100 40 12 9 12 3 15
M18 × 1.5 TCJ09676 TDJ09676 25 110 44 14 11 14 4 16.5
M18 × 1 TCJ09686 TDJ09686 20 110 44 14 11 14 4 17
M20 × 1.5 TCJ09726 TDJ09726 25 125 50 16 12 15 4 18.5
M20 × 1 TCJ09736 TDJ09736 20 125 50 16 12 15 4 19

HSS-E DIN
374

B6G
60º

TiN
Bright

▶ NEXT PAGE* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

p.44~45

Hole type
3.0×D

NEW SIZE
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*
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▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

TCJ09 SERIESBright

TDJ09 SERIESTiN

D1D2

L2

L1Kl
L3

K

d1

P

Hole type
3.0×D

D
IN

 3
74

HSS-E DIN
374

B6G
60º

TiN
Bright

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M22 × 1.5 TCJ09766 TDJ09766 25 125 50 18 14.5 17 4 20.5
M22 × 1 TCJ09776 TDJ09776 20 125 50 18 14.5 17 4 21
M24 × 2 TCJ09796 TDJ09796 27 140 54 18 14.5 17 4 22
M24 × 1.5 TCJ09806 TDJ09806 27 140 54 18 14.5 17 4 22.5
M26 × 1.5 TCJ09856 TDJ09856 28 140 54 18 14.5 17 4 24.5
M27 × 2 TCJ09876 TDJ09876 28 140 54 20 16 19 4 25
M27 × 1.5 TCJ09886 TDJ09886 28 140 54 20 16 19 4 25.5
M28 × 1.5 TCJ09916 TDJ09916 28 140 54 20 16 19 4 26.5
M30 × 2 TCJ09966 TDJ09966 30 150 57 22 18 21 4 28
M30 × 1.5 TCJ09976 TDJ09976 30 150 57 22 18 21 4 28.5

* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

p.44~45

TC814-IC SERIES

d1

P

K

D1D2

L2

L1Kl
L3

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

HSS-E DIN
371/376

B6H
60º

Bright

with Internal Coolant

Hole type
3.0×D

DIN 376

DIN 371

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps
Unit : mm

▶ DIN 371(M6~M10) and DIN 376(M12~M20)
*  Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M6  × 1 TC814316IC 17 80 30 6 4.9 8 3 5
M8  × 1.25 TC814366IC 20 90 35 8 6.2 9 3 6.8
M10 × 1.5 TC814426IC 22 100 39 10 8 11 3 8.5
M12 × 1.75 TC814506IC 24 110 44 9 7 10 3 10.2
M14 × 2 TC814546IC 26 110 44 11 9 12 3 12
M16 × 2 TC814606IC 27 110 44 12 9 12 3 14
M18 × 2.5 TC814656IC 30 125 50 14 11 14 4 15.5
M20 × 2.5 TC814706IC 32 140 54 16 12 15 4 17.5

p.44~45
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▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

MF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric fi ne threads DIN 13

Machine Taps
Unit : mm

TCJ09 SERIESBright

TDJ09 SERIESTiN

D1D2

L2

L1Kl
L3

K

d1

P

Hole type
3.0×D

D
IN

 3
74

HSS-E DIN
374

B6G
60º

TiN
Bright

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

M22 × 1.5 TCJ09766 TDJ09766 25 125 50 18 14.5 17 4 20.5
M22 × 1 TCJ09776 TDJ09776 20 125 50 18 14.5 17 4 21
M24 × 2 TCJ09796 TDJ09796 27 140 54 18 14.5 17 4 22
M24 × 1.5 TCJ09806 TDJ09806 27 140 54 18 14.5 17 4 22.5
M26 × 1.5 TCJ09856 TDJ09856 28 140 54 18 14.5 17 4 24.5
M27 × 2 TCJ09876 TDJ09876 28 140 54 20 16 19 4 25
M27 × 1.5 TCJ09886 TDJ09886 28 140 54 20 16 19 4 25.5
M28 × 1.5 TCJ09916 TDJ09916 28 140 54 20 16 19 4 26.5
M30 × 2 TCJ09966 TDJ09966 30 150 57 22 18 21 4 28
M30 × 1.5 TCJ09976 TDJ09976 30 150 57 22 18 21 4 28.5

* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

p.44~45

TC814-IC SERIES

d1

P

K

D1D2

L2

L1Kl
L3

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

HSS-E DIN
371/376

B6H
60º

Bright

with Internal Coolant

Hole type
3.0×D

DIN 376

DIN 371

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps
Unit : mm

▶ DIN 371(M6~M10) and DIN 376(M12~M20)
* Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M6  × 1 TC814316IC 17 80 30 6 4.9 8 3 5
M8  × 1.25 TC814366IC 20 90 35 8 6.2 9 3 6.8
M10 × 1.5 TC814426IC 22 100 39 10 8 11 3 8.5
M12 × 1.75 TC814506IC 24 110 44 9 7 10 3 10.2
M14 × 2 TC814546IC 26 110 44 11 9 12 3 12
M16 × 2 TC814606IC 27 110 44 12 9 12 3 14
M18 × 2.5 TC814656IC 30 125 50 14 11 14 4 15.5
M20 × 2.5 TC814706IC 32 140 54 16 12 15 4 17.5
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TC445 SERIES

D1D2

L2

L1Kl
L3

K

d1

P

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

HSS-E LONG
B6H

60º
Bright

Hole type
3.0×D

Long Shank

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps
Unit : mm

* Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M3 × 0.5 TC445206 11 100 18 3.5 2.7 6 3 2.5
M4 × 0.7 TC445246 13 125 21 4.5 3.4 6 3 3.3
M5 × 0.8 TC445286 15 140 25 6 4.9 8 3 4.2
M6 × 1 TC445316 17 160 30 6 4.9 8 3 5
M8 × 1.25 TC445366 20 180 35 6 4.9 8 3 6.8
M10 × 1.5 TC445426 22 200 39 7 5.5 8 3 8.5
M12 × 1.75 TC445506 24 220 44 9 7 10 3 10.2
M14 × 2 TC445546 26 220 44 11 9 12 3 12
M16 × 2 TC445606 27 220 44 12 9 12 3 14
M20 × 2.5 TC445706 32 280 54 16 12 15 4 17.5

p.44~45

TC834 SERIESBright

TD834 SERIESTiN

TB834 SERIESVap

UNC HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

HSS-E DIN
371/376

B2B
60º

Bright
Vap

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  40 UNC TB834162 TC834162 TD834162 11 56 18 3.5 2.7 6 3 2.3
#5 -  40 UNC TB834202 TC834202 TD834202 11 56 18 3.5 2.7 6 3 2.6
#6 -  32 UNC TB834242 TC834242 TD834242 12 56 20 4 3 6 3 2.85
#8 -  32 UNC TB834282 TC834282 TD834282 13 63 21 4.5 3.4 6 3 3.5
#10 -  24 UNC TB834322 TC834322 TD834322 15 70 25 6 4.9 8 3 3.9
#12 -  24 UNC TB834362 TC834362 TD834362 16 80 30 6 4.9 8 3 4.5
1/4 -  20 UNC TB834402 TC834402 TD834402 17 80 30 7 5.5 8 3 5.2
5/16 -  18 UNC TB834442 TC834442 TD834442 20 90 35 8 6.2 9 3 6.6
3/8 -  16 UNC TB834482 TC834482 TD834482 22 100 39 9 7 10 3 8
7/16 -  14 UNC TB834522 TC834522 TD834522 22 100 40 8 6.2 9 3 9.4
1/2 -  13 UNC TB834562 TC834562 TD834562 25 110 44 9 7 10 3 10.75
9/16 -  12 UNC TB834602 TC834602 TD834602 26 110 44 11 9 12 3 12.25
5/8 -  11 UNC TB834642 TC834642 TD834642 27 110 44 12 9 12 3 13.5
3/4 -  10 UNC TB834702 TC834702 TD834702 30 125 50 14 11 14 4 16.5
7/8 -    9 UNC TB834742 TC834742 TD834742 32 140 54 18 14.5 17 4 19.5
1 -    8 UNC TB834782 TC834782 TD834782 36 160 60 20 16 19 4 22.25

▶ DIN 371(#4~3/8) and DIN 376(7/16~1)
* The other coating(TiCN or TiAlN) is available on your request. 

D
IN

 3
71

D
IN

 3
76

Machine Taps
Unit : mm

p.44~45
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TC445 SERIES

D1D2

L2

L1Kl
L3

K

d1

P

▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

M HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

ISO Metric coarse threads DIN 13

HSS-E LONG
B6H

60º
Bright

Hole type
3.0×D

Long Shank

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Machine Taps
Unit : mm

* Coating(TiN, TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE Pitch EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 P Bright L1 L2 L3 ØD2 K KI Z Ød1

M3 × 0.5 TC445206 11 100 18 3.5 2.7 6 3 2.5
M4 × 0.7 TC445246 13 125 21 4.5 3.4 6 3 3.3
M5 × 0.8 TC445286 15 140 25 6 4.9 8 3 4.2
M6 × 1 TC445316 17 160 30 6 4.9 8 3 5
M8 × 1.25 TC445366 20 180 35 6 4.9 8 3 6.8
M10 × 1.5 TC445426 22 200 39 7 5.5 8 3 8.5
M12 × 1.75 TC445506 24 220 44 9 7 10 3 10.2
M14 × 2 TC445546 26 220 44 11 9 12 3 12
M16 × 2 TC445606 27 220 44 12 9 12 3 14
M20 × 2.5 TC445706 32 280 54 16 12 15 4 17.5

p.44~45

TC834 SERIESBright

TD834 SERIESTiN

TB834 SERIESVap

UNC HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

HSS-E DIN
371/376

B2B
60º

Bright
Vap

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  40 UNC TB834162 TC834162 TD834162 11 56 18 3.5 2.7 6 3 2.3
#5 -  40 UNC TB834202 TC834202 TD834202 11 56 18 3.5 2.7 6 3 2.6
#6 -  32 UNC TB834242 TC834242 TD834242 12 56 20 4 3 6 3 2.85
#8 -  32 UNC TB834282 TC834282 TD834282 13 63 21 4.5 3.4 6 3 3.5
#10 -  24 UNC TB834322 TC834322 TD834322 15 70 25 6 4.9 8 3 3.9
#12 -  24 UNC TB834362 TC834362 TD834362 16 80 30 6 4.9 8 3 4.5
1/4 -  20 UNC TB834402 TC834402 TD834402 17 80 30 7 5.5 8 3 5.2
5/16 -  18 UNC TB834442 TC834442 TD834442 20 90 35 8 6.2 9 3 6.6
3/8 -  16 UNC TB834482 TC834482 TD834482 22 100 39 9 7 10 3 8
7/16 -  14 UNC TB834522 TC834522 TD834522 22 100 40 8 6.2 9 3 9.4
1/2 -  13 UNC TB834562 TC834562 TD834562 25 110 44 9 7 10 3 10.75
9/16 -  12 UNC TB834602 TC834602 TD834602 26 110 44 11 9 12 3 12.25
5/8 -  11 UNC TB834642 TC834642 TD834642 27 110 44 12 9 12 3 13.5
3/4 -  10 UNC TB834702 TC834702 TD834702 30 125 50 14 11 14 4 16.5
7/8 -    9 UNC TB834742 TC834742 TD834742 32 140 54 18 14.5 17 4 19.5
1 -    8 UNC TB834782 TC834782 TD834782 36 160 60 20 16 19 4 22.25

▶ DIN 371(#4~3/8) and DIN 376(7/16~1)
* The other coating(TiCN or TiAlN) is available on your request. 

D
IN

 3
71

D
IN

 3
76

Machine Taps
Unit : mm

p.44~45
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UNF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

Unifi ed fi ne threadsUNC HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. ▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

TCJ01 SERIESBright

TDJ01 SERIESTiN

TC874 SERIESBright

TD874 SERIESTiN

TB874 SERIESVap

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 
ISO P M K

Material 
Description Non-alloy steel Low alloy steel High alloyed steel, 

and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P
Hole type

3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

D
IN

 3
71

D
IN

 3
76

D
IN

 3
71

D
IN

 3
74

HSS-E DIN
371/376

B3B
60º

TiN
Bright

HSS-E DIN
371/374

B2B
60º

Bright
Vap

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  48 UNF TB874182 TC874182 TD874182 11 56 18 3.5 2.7 6 3 2.4
#5 -  44 UNF TB874222 TC874222 TD874222 11 56 18 3.5 2.7 6 3 2.7
#6 -  40 UNF TB874262 TC874262 TD874262 12 56 20 4 3 6 3 3
#8 -  36 UNF TB874302 TC874302 TD874302 13 63 21 4.5 3.4 6 3 3.5
#10 - 32 UNF TB874342 TC874342 TD874342 15 70 25 6 4.9 8 3 4.1
#12 - 28 UNF TB874382 TC874382 TD874382 16 80 30 6 4.9 8 3 4.7
1/4 -  28 UNF TB874422 TC874422 TD874422 17 80 30 7 5.5 8 3 5.5
5/16 -  24 UNF TB874462 TC874462 TD874462 17 90 35 8 6.2 9 3 6.9
3/8 -  24 UNF TB874502 TC874502 TD874502 18 100 39 9 7 10 3 8.5
7/16 -  20 UNF TB874542 TC874542 TD874542 22 100 40 8 6.2 9 3 9.9
1/2 -  20 UNF TB874582 TC874582 TD874582 22 100 40 9 7 10 3 11.5
9/16 -  18 UNF TB874622 TC874622 TD874622 22 100 40 11 9 12 3 12.9
5/8 -  18 UNF TB874662 TC874662 TD874662 22 100 40 12 9 12 3 14.5
3/4 -  16 UNF TB874722 TC874722 TD874722 25 110 44 14 11 14 4 17.5
7/8 -  14 UNF TB874762 TC874762 TD874762 26 125 50 18 14.5 17 4 20.5
1 -  12 UNF TB874802 TC874802 TD874802 28 140 54 20 16 19 4 23.25

Machine Taps
Unit : mm

Machine Taps
Unit : mm

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
* The other coating(TiCN or TiAlN) is available on your request. 

▶ DIN 371(#4~3/8) and DIN 376(7/16~1)
* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  40 UNC TCJ01162 TDJ01162 11 56 18 3.5 2.7 6 3 2.3
#5 -  40 UNC TCJ01202 TDJ01202 11 56 18 3.5 2.7 6 3 2.6
#6 -  32 UNC TCJ01242 TDJ01242 12 56 20 4 3 6 3 2.85
#8 -  32 UNC TCJ01282 TDJ01282 13 63 21 4.5 3.4 6 3 3.5
#10 -  24 UNC TCJ01322 TDJ01322 15 70 25 6 4.9 8 3 3.9
#12 -  24 UNC TCJ01362 TDJ01362 16 80 30 6 4.9 8 3 4.5
1/4 -  20 UNC TCJ01402 TDJ01402 17 80 30 7 5.5 8 3 5.2
5/16 -  18 UNC TCJ01442 TDJ01442 20 90 35 8 6.2 9 3 6.6
3/8 -  16 UNC TCJ01482 TDJ01482 22 100 39 9 7 10 3 8
7/16 -  14 UNC TCJ01522 TDJ01522 22 100 40 8 6.2 9 3 9.4
1/2 -  13 UNC TCJ01562 TDJ01562 25 110 44 9 7 10 3 10.75
9/16 -  12 UNC TCJ01602 TDJ01602 26 110 44 11 9 12 3 12.25
5/8 -  11 UNC TCJ01642 TDJ01642 27 110 44 12 9 12 3 13.5
3/4 -  10 UNC TCJ01702 TDJ01702 30 125 50 14 11 14 4 16.5
7/8 -    9 UNC TCJ01742 TDJ01742 32 140 54 18 14.5 17 4 19.5
1 -    8 UNC TCJ01782 TDJ01782 36 160 60 20 16 19 4 22.25

p.44~45 p.44~45
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UNF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

Unifi ed fi ne threadsUNC HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

Unifi ed coarse threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

TCJ01 SERIESBright

TDJ01 SERIESTiN

TC874 SERIESBright

TD874 SERIESTiN

TB874 SERIESVap

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 
ISO P M K

Material 
Description Non-alloy steel Low alloy steel High alloyed steel, 

and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P
Hole type

3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

D
IN

 3
71

D
IN

 3
76

D
IN

 3
71

D
IN

 3
74

HSS-E DIN
371/376

B3B
60º

TiN
Bright

HSS-E DIN
371/374

B2B
60º

Bright
Vap

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Vap Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  48 UNF TB874182 TC874182 TD874182 11 56 18 3.5 2.7 6 3 2.4
#5 -  44 UNF TB874222 TC874222 TD874222 11 56 18 3.5 2.7 6 3 2.7
#6 -  40 UNF TB874262 TC874262 TD874262 12 56 20 4 3 6 3 3
#8 -  36 UNF TB874302 TC874302 TD874302 13 63 21 4.5 3.4 6 3 3.5
#10 - 32 UNF TB874342 TC874342 TD874342 15 70 25 6 4.9 8 3 4.1
#12 - 28 UNF TB874382 TC874382 TD874382 16 80 30 6 4.9 8 3 4.7
1/4 -  28 UNF TB874422 TC874422 TD874422 17 80 30 7 5.5 8 3 5.5
5/16 -  24 UNF TB874462 TC874462 TD874462 17 90 35 8 6.2 9 3 6.9
3/8 -  24 UNF TB874502 TC874502 TD874502 18 100 39 9 7 10 3 8.5
7/16 -  20 UNF TB874542 TC874542 TD874542 22 100 40 8 6.2 9 3 9.9
1/2 -  20 UNF TB874582 TC874582 TD874582 22 100 40 9 7 10 3 11.5
9/16 -  18 UNF TB874622 TC874622 TD874622 22 100 40 11 9 12 3 12.9
5/8 -  18 UNF TB874662 TC874662 TD874662 22 100 40 12 9 12 3 14.5
3/4 -  16 UNF TB874722 TC874722 TD874722 25 110 44 14 11 14 4 17.5
7/8 -  14 UNF TB874762 TC874762 TD874762 26 125 50 18 14.5 17 4 20.5
1 -  12 UNF TB874802 TC874802 TD874802 28 140 54 20 16 19 4 23.25

Machine Taps
Unit : mm

Machine Taps
Unit : mm

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
* The other coating(TiCN or TiAlN) is available on your request. 

▶ DIN 371(#4~3/8) and DIN 376(7/16~1)
*  The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 -  40 UNC TCJ01162 TDJ01162 11 56 18 3.5 2.7 6 3 2.3
#5 -  40 UNC TCJ01202 TDJ01202 11 56 18 3.5 2.7 6 3 2.6
#6 -  32 UNC TCJ01242 TDJ01242 12 56 20 4 3 6 3 2.85
#8 -  32 UNC TCJ01282 TDJ01282 13 63 21 4.5 3.4 6 3 3.5
#10 -  24 UNC TCJ01322 TDJ01322 15 70 25 6 4.9 8 3 3.9
#12 -  24 UNC TCJ01362 TDJ01362 16 80 30 6 4.9 8 3 4.5
1/4 -  20 UNC TCJ01402 TDJ01402 17 80 30 7 5.5 8 3 5.2
5/16 -  18 UNC TCJ01442 TDJ01442 20 90 35 8 6.2 9 3 6.6
3/8 -  16 UNC TCJ01482 TDJ01482 22 100 39 9 7 10 3 8
7/16 -  14 UNC TCJ01522 TDJ01522 22 100 40 8 6.2 9 3 9.4
1/2 -  13 UNC TCJ01562 TDJ01562 25 110 44 9 7 10 3 10.75
9/16 -  12 UNC TCJ01602 TDJ01602 26 110 44 11 9 12 3 12.25
5/8 -  11 UNC TCJ01642 TDJ01642 27 110 44 12 9 12 3 13.5
3/4 -  10 UNC TCJ01702 TDJ01702 30 125 50 14 11 14 4 16.5
7/8 -    9 UNC TCJ01742 TDJ01742 32 140 54 18 14.5 17 4 19.5
1 -    8 UNC TCJ01782 TDJ01782 36 160 60 20 16 19 4 22.25

p.44~45 p.44~45
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D
IN

 3
71

D
IN

 3
74

UNF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE

Unifi ed fi ne threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry.

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
* The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 48 UNF TCJ02182 TDJ02182 11 56 18 3.5 2.7 6 3 2.4
#5 - 44 UNF TCJ02222 TDJ02222 11 56 18 3.5 2.7 6 3 2.7
#6 - 40 UNF TCJ02262 TDJ02262 12 56 20 4 3 6 3 3
#8 - 36 UNF TCJ02302 TDJ02302 13 63 21 4.5 3.4 6 3 3.5
#10 - 32 UNF TCJ02342 TDJ02342 15 70 25 6 4.9 8 3 4.1
#12 - 28 UNF TCJ02382 TDJ02382 16 80 30 6 4.9 8 3 4.7
1/4 - 28 UNF TCJ02422 TDJ02422 17 80 30 7 5.5 8 3 5.5
5/16 - 24 UNF TCJ02462 TDJ02462 17 90 35 8 6.2 9 3 6.9
3/8 - 24 UNF TCJ02502 TDJ02502 18 100 39 9 7 10 3 8.5
7/16 - 20 UNF TCJ02542 TDJ02542 22 100 40 8 6.2 9 3 9.9
1/2 - 20 UNF TCJ02582 TDJ02582 22 100 40 9 7 10 3 11.5
9/16 - 18 UNF TCJ02622 TDJ02622 22 100 40 11 9 12 3 12.9
5/8 - 18 UNF TCJ02662 TDJ02662 22 100 40 12 9 12 3 14.5
3/4 - 16 UNF TCJ02722 TDJ02722 25 110 44 14 11 14 4 17.5
7/8 - 14 UNF TCJ02762 TDJ02762 26 125 50 18 14.5 17 4 20.5
1 - 12 UNF TCJ02802 TDJ02802 28 140 54 20 16 19 4 23.25

TCJ02 SERIESBright

TDJ02 SERIESTiN

HSS-E DIN
371/374

B3B
60º

TiN
Bright

Combo Spiral Flute Tap Set

Combo Spiral Flute Tap + Gold-P Drill 
(HSS-E, DIN 338, Straight Shank, 135˚ Split Point, Jobber Length) Set

Set No. Series Surface Treatment Size Quantity

TB804SET5 TB804 VAP M5, M6, M8, M10, M12 5 pcs

TC804SET7 TC804 Bright M3, M4, M5, M6, M8, M10, M12 7 pcs

Set No. Series Surface 
Treatment Size Quantity

TD804SET7-GLP195
TD804 TiN M3 M4 M5 M6 M8 M10 M12

14pcs
DLGP195 TiN 2.5 3.3 4.2 5 6.8 8.5 10.2

TB804SET5 TC804SET7

TD804SET7-GLP195

p.44~45
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UNF HSS-E SPIRAL POINT TAPS for MULTI-PURPOSE 

Unifi ed fi ne threads
▶ For using multi-purpose and correct thread profiles & long tool life due to special tap geometry. 

ISO P M K
Material 

Description Non-alloy steel Low alloy steel High alloyed steel, 
and tool steel Stainless steel Grey cast iron Nodular cast iron Malleable cast iron

VDI 3323 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
HRc 13 25 28 32 10 29 32 38 15 35 15 23 10 10 26 3 25 21
HB 125 190 250 270 300 180 275 300 350 200 325 200 240 180 180 260 160 250 130 230

Recommended ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ◎ ○ ◎ ◎ ◎ ◎ ◎ ◎ ◎

ISO N S H
Material 

Description
Aluminum-

wrought alloy Aluminum-cast, alloyed Copper and Copper Alloys 
(Bronze / Brass)

Non Metallic 
Materials Heat Resistant Super Alloys Titanium Alloys Hardened steel Chilled 

Cast Iron
Hardened 
Cast Iron

VDI 3323 21 22 23 24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41
HRc 15 30 25 38 34 55 60 42 55
HB 60 100 75 90 130 110 90 100 200 280 250 350 320 400 Rm 1050 Rm 550 630 400 550

Recommended ◎ ◎ ◎ ◎

◎ : Excellent    ○ : Good 

Hole type
3.0×D

D1D2

L2

L1Kl
L3

K

d1

P

Machine Taps
Unit : mm

▶ DIN 371(#4~3/8) and DIN 374(7/16~1)
*  The other coating(TiCN or TiAlN) or Surface Treatment(Steam Homo) is available on your request.

SIZE TPI EDP No. Thread
Length

Overall
Length

Neck
Length

Shank
Diameter

Square
Size

Square
Length

No. of
Flute

Tapping Drill 
Diameter

ØD1 Bright TiN L1 L2 L3 ØD2 K KI Z Ød1

#4 - 48 UNF TCJ02182 TDJ02182 11 56 18 3.5 2.7 6 3 2.4
#5 - 44 UNF TCJ02222 TDJ02222 11 56 18 3.5 2.7 6 3 2.7
#6 - 40 UNF TCJ02262 TDJ02262 12 56 20 4 3 6 3 3
#8 - 36 UNF TCJ02302 TDJ02302 13 63 21 4.5 3.4 6 3 3.5
#10 - 32 UNF TCJ02342 TDJ02342 15 70 25 6 4.9 8 3 4.1
#12 - 28 UNF TCJ02382 TDJ02382 16 80 30 6 4.9 8 3 4.7
1/4 - 28 UNF TCJ02422 TDJ02422 17 80 30 7 5.5 8 3 5.5
5/16 - 24 UNF TCJ02462 TDJ02462 17 90 35 8 6.2 9 3 6.9
3/8 - 24 UNF TCJ02502 TDJ02502 18 100 39 9 7 10 3 8.5
7/16 - 20 UNF TCJ02542 TDJ02542 22 100 40 8 6.2 9 3 9.9
1/2 - 20 UNF TCJ02582 TDJ02582 22 100 40 9 7 10 3 11.5
9/16 - 18 UNF TCJ02622 TDJ02622 22 100 40 11 9 12 3 12.9
5/8 - 18 UNF TCJ02662 TDJ02662 22 100 40 12 9 12 3 14.5
3/4 - 16 UNF TCJ02722 TDJ02722 25 110 44 14 11 14 4 17.5
7/8 - 14 UNF TCJ02762 TDJ02762 26 125 50 18 14.5 17 4 20.5
1 - 12 UNF TCJ02802 TDJ02802 28 140 54 20 16 19 4 23.25

TCJ02 SERIESBright

TDJ02 SERIESTiN

HSS-E DIN
371/374

B3B
60º

TiN
Bright

Combo Spiral Flute Tap Set

Combo Spiral Flute Tap + Gold-P Drill 
(HSS-E, DIN 338, Straight Shank, 135˚ Split Point, Jobber Length) Set

Set No. Series Surface Treatment Size Quantity

TB804SET5 TB804 VAP M5, M6, M8, M10, M12 5 pcs

TC804SET7 TC804 Bright M3, M4, M5, M6, M8, M10, M12 7 pcs

Set No. Series Surface 
Treatment Size Quantity

TD804SET7-GLP195
TD804 TiN M3 M4 M5 M6 M8 M10 M12

14pcs
DLGP195 TiN 2.5 3.3 4.2 5 6.8 8.5 10.2

TB804SET5 TC804SET7

TD804SET7-GLP195

p.44~45
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TC804 
TC844 
TC824 
TC864

TD804 
TD844 
TD824 
TD864

TB804 
TB844 
TB824 
TB864

TCE05 
TCE09 
TCE01 
TCE02

TDE05 
TDE09 
TDE01 
TDE02

TBE05 TCE06 TDE06 TBE06

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 18-24 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 10-15 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 6-8 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

26
Copper and Copper 

Alloys 
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 35-40 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 12-17 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

TCE07 TDE07 TBE07 TCE08 TDE08 TBE08 TC804-IC TC633 TC807

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 12-18 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 7-10 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 4-6 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

26
Copper and Copper 

Alloys 
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 25-35 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 8-12 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

TC814
TC854
TC834
TC874

TD814 
TD854 
TD834 
TD874

TB814 
TB854 
TB834 
TB874

TCJ05 
TCJ09 
TCJ01 
TCJ02

TDJ05 
TDJ09 
TDJ01 
TDJ02

TBJ05 TCJ06 TDJ06 TBJ06

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 18-24 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 10-15 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 6-8 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

26
Copper and Copper 

Alloys
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 35-40 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 12-17 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

TCJ07 TDJ07 TBJ07 TCJ08 TDJ08 TBJ08 TC814-IC TC445

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20

26
Copper and Copper 

Alloys
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20
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TC804
TC844
TC824
TC864

TD804 
TD844 
TD824 
TD864

TB804 
TB844 
TB824 
TB864

TCE05
TCE09
TCE01
TCE02

TDE05 
TDE09 
TDE01 
TDE02

TBE05 TCE06 TDE06 TBE06

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 18-24 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 10-15 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 6-8 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

26
Copper and Copper 

Alloys
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 35-40 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 12-17 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

TCE07 TDE07 TBE07 TCE08 TDE08 TBE08 TC804-IC TC633 TC807

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 12-18 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 7-10 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 4-6 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

26
Copper and Copper 

Alloys
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 25-35 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 8-12 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20 15-20

TC814 
TC854 
TC834 
TC874

TD814 
TD854 
TD834 
TD874

TB814 
TB854 
TB834 
TB874

TCJ05 
TCJ09 
TCJ01 
TCJ02

TDJ05 
TDJ09 
TDJ01 
TDJ02

TBJ05 TCJ06 TDJ06 TBJ06

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 18-24 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 10-14 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 5-7 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 10-15 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 6-8 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 15-20 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 8-11 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

26
Copper and Copper 

Alloys 
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 35-40 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 12-17 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 20-25 15-20

TCJ07 TDJ07 TBJ07 TCJ08 TDJ08 TBJ08 TC814-IC TC445

ISO VDI 
3323 Material Description HB HRc Vc (m/min)

P

1

Non-alloy steel

125 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20

2 190 13 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20

3 250 25 12-18 18-24 12-18 12-18 18-24 12-18 12-18 12-18

4 270 28 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

5 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10

6

Low alloy steel

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

7 275 29 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

8 300 32 6-10 10-14 6-10 6-10 10-14 6-10 6-10 6-10

9 350 38 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5

10 High alloyed steel, and tool steel 200 15 3-5 5-7 3-5 3-5 5-7 3-5 3-5 3-5

M
12

Stainless steel

200 15 7-10 10-15 7-10 7-10 10-15 7-10 7-10 7-10

13 240 23 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8

14 180 10 4-6 6-8 4-6 4-6 6-8 4-6 4-6 4-6

K

15
Grey cast iron

180 10 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

16 260 26 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8

17
Nodular cast iron

160 3 10-15 15-20 10-15 10-15 15-20 10-15 10-15 10-15

18 250 25 5-8 8-11 5-8 5-8 8-11 5-8 5-8 5-8

N

23 Aluminum-cast, alloyed 75 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20

26
Copper and Copper 

Alloys 
(Bronze / Brass)

110 25-35 35-40 25-35 25-35 35-40 25-35 25-35 25-35

27 90 8-12 12-17 8-12 8-12 12-17 8-12 8-12 8-12

28 100 15-20 20-25 15-20 15-20 20-25 15-20 15-20 15-20
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